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JACKED AND BORED PIPE

NOTES:
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1. Pipe under railroad tracks and across railroad right-of-way shall
extend to the greater of the following distances, measured at right

angles to cente
a. 2 ft.
b. 3 ft.

c. A minimum distance of 25 f+.
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STANDARD DETAIL FOR JOINTING SMOOTH
WALL STEEL PIPE TO CORRUGATED PIPE

The method used to

removed.

fill and shall be
grade and surface.
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3. Pipe culverts shall be installed using equipment that encases the hole
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the pipe will not be permitted.
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6. Reinforced concrete pipe, class V,
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Stud weld anchors @ 120°
(three/pipe)

STANDARD DETAIL FOR JOINTING
SMOOTH WALL STEEL PIPE TO REINFORCED
CONCRETE PIPE

nnecting bands will
acked or bored.”

ieu of RCP. Regardless of
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conform to section 714 of

shall be used at all railroad crossings
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in the price bid for

TABLE OF MINIMUM WALL THICKNESS
FOR S.W.S.P. UNDER R.R.
Nominal Nominal

Thickness Diameter
(Inches) (Inches)
0.188 Under 14
0.219 14 and 16
0.250 18
0.281 20
0.312 22
0.344 24
0.375 26
0.406 28 and 30
0.438 32
0.469 34 and 36
0.500 38, 40 and 42
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